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Amendments to Specification 

Please replace the paragraph 0052 in the specification as originally filed, with 
the following rewritten paragraph: 

—The apparatus of the invention can be used to fill the internal volume of any 
suitable vessel with any suitable particulate matter. Some examples of such suitable 
vessels are disclosed in greater detail in a simultaneously filed U.S. Non- Provisional 
Application No. 10/679,121, published as U.S. Patent Application Publication No. 
2005/0074566, and entitled "Insulated Panel and Glazing System Comprising the Same" 
assigned to the same assignee, which application is incorporated herein by reference for 
all that it discloses. In particular, the vessel can comprise a panel having an outer wall 
defining an internal volume (e.g., internal channel). The outer wall of such a panel 
comprises an inner surface, and the inner surface can further comprise at least one inner 
wall protruding from the inner surface. Preferably, the vessel comprises a first sheet, a 
second sheet, and two or more supporting members disposed between the sheets, the 
supporting members defining one or more channels disposed between the first and second 
sheets, and the channels have an internal volume. The sheets and supporting members of 
such a vessel can be formed of any suitable material. Preferably, the vessel is a 
thermoplastic panel, and at least the first and second sheets comprise a thermoplastic 
resin. The first sheet, second sheet, and supporting members can be unitarily formed of a 
thermoplastic resin. Suitable thermoplastic resins include, but are not limited to, 
polycarbonate, polyethylene, poly(methyl methacrylate), poly( vinyl chloride), and 
mixtures thereof. It will be appreciated, however, that the method and apparatus describe 
herein may be utilized to fill substantially any vessel.— 

Please insert the following paragraphs after paragraph 001 7 in the specification 
as originally filed: 

—FIG. 9 is a perspective sectional view of an insulated glazing system according 
to teachings of the invention comprising a first element, a second element, and an 
insulating panel disposed within the cavity formed by the elements, the insulating panel 
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comprising a first thermoplastic sheet, a second thermoplastic sheet, and at least two 
supporting members disposed between the first and second thermoplastic sheets to define 
at least one channel disposed between the first and second thermoplastic sheets. — 

—FIG. 10 is a perspective sectional view of an insulating panel comprising an 
outer wall defining an internal channel and a plurality of inner walls protruding into the 
inner channel from opposing portions of the inner surface of the outer wall. 

Please insert the following paragraphs after paragraph 0052 in the specification 
as originally filed: 

—An example of a glazing system is illustrated in FIG 9. Shown in FIG. 9 is 
panel 400, comprising a first thermoplastic sheet 402, a second thermoplastic sheet 404, 
and two or more supporting members 406 disposed between the first and second 
thermoplastic sheets 402, 404. The first thermoplastic sheet 402 preferably is 
substantially parallel to the second thermoplastic sheet 404. The supporting members 
406 define at least one channel 408 disposed between the first and second thermoplastic 
sheets 402, 404. Insulating panel 400 may be included in the glazing system 1000.-- 

-Another embodiment of a panel that can be incorporated in a glazing system 
includes at least one inner wall protruding from an inner surface of the panel. Shown in 
FIG. 10, for instance, is a panel having inner walls 208 protruding from inner surface 
204.- 
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